
MAI-H6ST Specifications
Item MAI-H6ST

CPH
(Optimal)

Chip (1005) 17,000 CPH (0.21 sec/chip)

QFP (100) 11,500 CPH (0.31 sec/chip)

IPC-9850 Standard CPH
Chip (1005) 13,500 CPH (0.27 sec/chip)

QFP (100) 9,000 CPH (0.4 sec/chip)

Accuracy
Chip (3σ) ±0.050 mm

QFP (3σ) ±0.035 mm

PCB Size
(L x W x T)

Minimum 75 x 50 x 0.4 mm
50 x 50 x 0.4 mm (Option)

Standard 600 x 330 x 5.0 mm

With SLTF 600 x 250 x 5.0 mm

With DLTF N/A

With DLTF & Rear 
Vision N/A

Weight (max.) 2.0 Kg

Component Height

Top side (Max. 
Component Height) 55 mm

Bottom side 20 mm

Edge 4 mm

Number of Head 6 Precision Head

Number of Feeder Solt (8mm) 60EA
120 EA (60x2) Option

Power Requirement
3  

200/208/220/230/240/380/400/415/
430 [V], 50 / 60 Hz

Power Consumption Approx. 3 KVA

Air Pressure 0.55 Mps

Machine Weight Approx. 1,800 Kg

Machine Size (W x D x H)
Cover Only 1,490 x 1,700 x 1,560 mm

Include Conveyor 1,580 x 1,700 x 1,560 mm


